
IR Camera HED YH-831TG6

2.0 Mp HDCVI CMOS, 25/30fps@1080P
High speed, long-distance real-timetransmission
Over 500m transmission distance
2.8-12mm vari-focal HD lens
Max. IR LEDs length up to 30m
Smart-IR control
Day/Night (ICR), AWB, AGC, BLC
External lens adjustable
IP66 waterproof standard with new material

Model YH831TG6

Sensor 2.0 Megapixel CMOS

Image Resolution 25/30fps@1080P

Mini Illumination 0Lux /IR ON

S/N Ratio >50dB

Video Output 1-channel BNC HDCVI high definition video output

Transmission Distance Over 500m via 75-3 coaxial cable

Synchronization Internal

AGC Auto

Back Light Auto

White Balance Auto

OSD No Support

Mirror No Support

Privacy No Support

Day/Night Auto(ICR)

Sync Mode Internal

Voltage 12VDC±10%

Lens 2.8-12mm vari-focal HD lens

Max. IR LEDs Length 30m, Smart IR

Weatherproof Standard IP66

Operation Temp. -10°C~+50°C / Less than 95%RH (no condensation)

Storage Temp. -20℃~+70℃

Dimension(mm) 192mm(L)*76.6mm(W)*96.5mm(H)

Weight 445g ±15%


